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ZERA Wall-mounted luminaire

View from below

ZERA 40 W

View from below

ZERA Bath 20 W

ZERA Bath luminaire

Installation height 1.8 m 

Wall-mounting above a resident’s mirror

Installation height 2.0 m 

Wall-mounting along the hallway

Photometric data  

-10% / +20% tolerance

Photometric data  

-10% / +20% tolerance
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Light distribution direct/indirect

Luminous flux 3 300 lm 1 or 5 900 lm 2

Luminous efficacy up to 137 lm/W*

Light color 3 000 K, 3 000 K – 6 500 K, 4 000 K upon request**

Color rendering Ra >80

Dimensions (L x W x H) Wall 1 050 x 142 x 20 mm 

Bath 550 x 142 x 20 mm 

* -10 % / +20 % tolerance, ** depending on light scenario
1 ZERA Bath 20 W
2 ZERA 40 W, ZERA VTL 40 W

ZERA Wall and Bath technical informationZERA compact

ZERA

Description ORDER NO. Technology Light output Luminous flux

ZERA 40 W D15.835.000 switchable 49 W 5 600 lm

ZERA 40 W D15.856.000 dimmable DALI 49 W 5 600 lm

ZERA VTL 40 W D15.840.000 VTL 49 W 5 600 lm

ZERA 20 W upon request switchable 27 W 3 300 lm

ZERA 20 W upon request dimmable DALI 27 W 3 300 lm

ZERA VTL 20 W upon request VTL 27 W 3 300 lm

 •  ZERA Wall is suitable for hallways and stairways, special bath 

version ZERA Bath

• slim appearance: luminaire body only 20 mm high

• very high light output up to 137 lm/W

• lower installation cost thanks to a smaller number of luminaires

• economical thanks to high energy efficiency

• quick to install and maintenance-free

• can be integrated with a DALI light management system

• ZERA wall-mounted luminaires come with optional VTL

ZERA Bath

Description ORDER NO. Technology Light output Luminous flux

ZERA Bath 20 W D15.836.000 switchable 27 W 3 300 lm


